
DELTA MEC 100F
Special Measures
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DELTA MEC 100F
Stackable containers, closed walls, ribbed base, open handles, smooth and rounded external corners, made of industrial 
copolymer polypropylene. Color gray indicatively type RAL 7011, 7012, 7015, 7024. 

TECHNICAL DATA

External sizes 620 x 420 h400 mm

Internal sizes 585/590 x 385/390 x h380 mm

Internal height with stacked containers 363 mm

Maximum weight carried 15 Kg

Maximum flex at the center Less than 5 mm, with uniformly distributed project load

Theoretical tare of the container 3,7 Kg

Tolerance on tare +/- 3%

Gorges on the 4 sides for housing internal partitions

Predisposition for label housing area 57 x 62 mm lower left on 4 sides

TECHNICAL DATA

Thickness about 5 mm

Theoretical tare of the comb 0,570 Kg

Tolerance on tare +/- 3%

DIVIDING COMBS h 300 mm for side 620 mm
Dividing combs made of black industrial polystyrene.

TECHNICAL DATA

Thickness about 5 mm

Theoretical tare of the comb 0,380 Kg

Tolerance on tare +/- 3%

DIVIDING COMBS h 300 mm for side 420 mm
Dividing combs made of black industrial polystyrene.


